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The FX 322/0xx is a Gen1/Gen2, 4-Lane PCI Express® 

Switch Board for use in VXS VITA 41.4 Switched Serial

Backplane environments. The FX 322/0xx provides a data 

plane with up to eighteen x4 PCI Express payload boards, 

a control plane with up to eighteen 1000-Base-BX ports

(as per VITA 41.6) and an inter-switch interface. This VXS 

fabric switch gives the end-user higher bandwidth and

lower latency while maintaining backward compatibility

within a VME ecosystem. The PCI Express and Gigabit

Ethernet fabrics provide switching for a dual star

topology allowing boards within the system to

communicate. The Ethernet fabric also enables

interconnection between legacy VME boards.  Options for 

extended temperature boards or ruggedized boards are

available. The FX-322/0xx is suitable for a range of

applications within the defense, industrial control,

telecomms, telemetry, scientific and aerospace markets. 

AP PLI CA TIONS

n VXS PCI Express™ switch board:
- supporting 6, 12 or 18 payloads
- utilizing non-transparent/transparent bridges
- x4 PCI Express (Gen1 or Gen2) data plane (VITA 41.4)

with DMA
- 1000 Base-BX unmanaged control plane (VITA 41.6)
- for use in PCI Express Backplane environments

n Inter-switch ports for interconnecting switch boards:
- two PCI Express inter-switch ports
- four 1000 Base-BX inter-switch ports

n Link/Activity status LEDs on all ports

n Non-volatile EEPROM storage provides board
configuration data per port:
- Ethernet switch configuration data
- PCI Express configuration data

n Extended temperature versions (E-Series, K-Series):
- E: -25°C to +70°C, air-cooled 
- K: -40°C to +85°C, humidity sealant, air-cooled

n Ruggedized version:
- RC: -40°C to +85°C, conformally coated, conduction-

cooled (at card edge) to ANSI/VITA 30.1-2002

n Serial port interface for operator setup

n Fabric Switch Configuration software

n Single slot, 6U VXS form factor

HIGHLIGHTS

FX 322/0xxVXS

VXS Switch Board -
PCI Ex press (VITA 41.4)
and Ethernet (VITA 41.6)

   N, E, K - Se ries



Spec i fi ca tion

VXS Data Plane Switch
n 6, 12 or 18-port VITA 41.4 data plane switch:
è for use with VITA 41.4 PCI Express® fabric

backplanes
è x4 PCI Express lanes
è support for Gen 1 or Gen 2 (see Note 1)
è DMA support on each port
è transparent and non-transparent bridge

functionality on each port
n EEPROM storage for user configuration data

VXS Con trol Plane Switch
n 6, 12, or 18-port unmanaged Ethernet switch:
è for use with VITA 41.6, 1000 Base-BX control

plane 
n high performance IEEE 802.1 switch:
è implemented by Marvell® Prestera™ 98DX240

single-chip switch
è full line rate Layer 2 switching engine
è 8K MAC address cache with automatic learning

and aging
n EEPROM storage for user configuration data

Sys tem Man age ment
n configuration and setup interface:
è implemented by microcontroller
è operator controlled via front panel serial port or 

onboard serial header
è configuration data retained in EEPROM

n non-volatile EEPROM storage provides board
configuration data per port:
è Ethernet switch configuration data
è PCI Express configuration data

n inter-switch ports for interconnecting switch
boards:
è two PCI Express inter-switch ports
è four 1000 Base-BX inter-switch ports

n Fabric Switch Configuration software:
è see separate SW FSC/001 datasheet

Elec tri cal Spec i fi ca tion
n +5V @ 9.7A (typical, with 18 ports),

voltage +5%/-3%
n +3.3V, +12V and -12V supplies are not required

Safety
n PCB (PWB) manufactured with flammability rating

of 94V-0

Note 1. VXS Data Plane Switch: Re li able PCI Ex press 
Gen 2 rates may de pend on the backplane used

En vi ron men tal Spec i fi ca tion
n operating temperatures, air-cooled:
è 0°C to +55°C (N-Series)
è -25°C to +70°C (E-Series)
è -40°C to +85°C (K-Series)

n storage temperature: -40°C to +85°C
n 5% to 95% Relative Humidity, non

condensing (operating or storage):
è K-Series includes humidity sealant

n ruggedized version, see separate
datasheet:
è rear plug compatible
è conduction-cooled: FX 322/0xx-RC

Me chan i cal Spec i fi ca tion
n 6U form factor: 

9.2 inches x 6.3 inches (233mm x
160mm)

n single slot: 0.8 inches (20.3mm)
n operating shock: 20g, 11ms, ½ sine 
n operating vibration: 5Hz-2000Hz at 2g,

0.38mm peak displacement 

OR DER ING IN FOR MA TION
Or der Num ber Prod uct De scrip tion (Hard ware and Soft ware)

FX 322/006-10   6-port VXS PCI Ex press and Ethernet Fab ric Switch 
FX 322/012-10 12-port VXS PCI Ex press and Ethernet Fab ric Switch 
FX 322/018-10 18-port VXS PCI Ex press and Ethernet Fab ric Switch 

SW FSC/001-L0 Fab ric Switch Con fig u ra tion software

For ex tended tem per a ture or ruggedized boards please con tact your lo cal sales of fice
All com pa nies and prod uct names are trade marks of their re spec tive or ga ni za tions. Datasheet Code 1637/0813
Spec i fi ca tion sub ject to change; E and OE.  RoHS 2002/95/EC com pli ant © Con cur rent Tech nol o gies 2013
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